
SP2700-KB                                                                                                                                         
Acidic Detergent                                             

VALTRON SP2700 KB is an acidic detergent formulation that provides effective and efficient removal of con-
taminates. The surfactant system reduces surface tension and is effective in removing metal oxides. VALTRON 
SP2700-KB detergent contains all free-rinsing components in the formulation.

ACIDIC DETERGENT 

APPLICATION

VALTRON SP2700-KB detergent is effective in 
contact and non-contact cleaning equipment for 
ultrasonic, megasonic and immersion soak ap-
plications. The detergent is supplied in a liquid 
concentrate for dilution with deionized water. 
Typical dilution rates are 1.0 - 2.0% by volume, but 
may vary depending upon the type and quantity of 
contamination. 

PACKAGING

VALTRON SP2700-KB detergent is available in 5 
gallon (18.9 L) pails and 55 gallon (208 L) drums.
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UNIQUE FEATURES
 
�	Effective Penetration & Removal of Contamination

�	Contains Anti-Microbial Agent 

�	High Cloud Point Formulation

�	Contains No Solvents

�	No Residue After Rinsing

�	0.2 Micron Filtration

Information herein is accurate to the best of our knowledge. Suggestions are made without warranty or guarantee of results. Before using, user should 
determine the suitability of the product for its intended use and user assumes the risk and liability in connection therewith. We do not suggest violation of 
any existing patents or give permission to practice any patented invention without a license. 
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Appearance			   Clear blue liquid                                  

Specific Gravity 60°F (15.6°C)		  1.13               

pH (concentrate)			   3.0

Cloud Point (concentrate)			  212°F (100°C)   

Surface Tension (1.0% solution, v/v)	 34.9 dynes/cm

TYPICAL PHYSICAL PROPERTIES


